


FOALING STALLS, BREEDING SHEDS, AND
SEMEN COLLECTION AREAS:

(below) Try our 3/4" Interlocking Anti-Fatigue Mats for
extra comfort and added traction. The waffle underside
of these mats give superior hoof traction for your Stal-
lions during breeding and semen collection, and a softer
surface for Mares during foaling. They also provide
better traction for the Foal during those first critical
hours of standing.

WALKER FLOORS:
(above) Humane now has BIGLOK, exclusive interlock-
ing design, 3/4" thick with larger "teeth" (2 1/4"). (3
times stronger than our regular interlock design)
Excellent for use in high-traffic areas!! It has all the
same benefits as our regular interlock. Custom sizing,
easy installation, same textured surface, and will not
roll, buckle or curl.

Stall Mat Installation Instructions

Humane stall mats are easy to install. A diagram is sent with each stall kit that shows you exactly how to position the mats in the
stall. Below is our recommendations for trimming and subsurface preparation:
Cutting: Mats are easily cut to fit a size, or around obstructions. We recommend using a utility knife with a straight edge. Scribe
- the mat several times with the knife until the matis cut through. For larger jobs, you may want to use a reciprocating sawzall, or
have Humane custom cut to size.
Subsurface Preparation: The stall subsurface is important. Humane matscan be placed over concrete, asphalt, wood, or any
level well-compacted surface. Clean the existing stall surface of any old bedding, It is not necessary to wash down or dry the stall
subsurface. Moisture will not affect Humane mats. An economical alternative to a concrete or asphalt subsurface is crushed
fines. These are available at rock quarries that crush stone. Depending on the location, commonly found materials are limestone
or granite fines, which should not exceed 1/8" in size. The fines are easy to work with, compact well, provide good drainage, and
stand up well to freeze/thaw conditions. Fines should be installed to a depth of 4 to 5 inches, which may require excavating some
of the existing material to maintain current stall elevations. It is important that the fines are well compacted. Use water to soak the
material aiding in the compaction process. Once the materlal has been stabilized and Ievelad, install your mats. Sansl:aps below
for installation using crushed fines: :
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ane Manufacturing, since 1907, has always prided itself in providing safe, sanitary, durable products that ensure the
most comfort. Our mats are made from recycled tire-derived rubber material that is re-vulcanized (not glued or held together
by fillers). If proper care and protection of your valuable horses is a high priority and you desire an efficient method to keep
stalls clean, then you can't afford to be without the benefits of Humane stall mats.
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